
Seismic Isolation Table
Model TSD

for server computers and other vital
devices

To help ensure business continuity
when earthquakes strike
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Cable wiring
port

Trigger-A
attachment
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Seismic Isolation Table_TSD
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Structure

Sample configurations

Connector bars

Cable-protecting
“V zone”

Free-access floor Mounting pedestal Multiple connected tables

LM Guide

Lower table

Position-restoring spring

Mounted cable supports

Upper table
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Required clearance

Vibration tests

Southern Hyogo Prefecture Earthquake (monitored at Kobe Marine Observatory), 800kg load

Niigata Prefecture Chuetsu Earthquake (monitored at Ojiya), 800kg load

East-west orientation North-south orientation

East-west orientation North-south orientation

Seismic Isolation Table_TSD
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Trigger-BTrigger-A

Both types unlock in response to seismic motion. Either type can
be attached to a table already in place (excluding the TSD-450).
 Trigger-A is designed for repeated use; at least two must be
attached. Trigger-A is relocked manually after the table has
completed its motion.

 Trigger-B, made of plastic, is designed for one-time use only. At
least four must be attached, all of which must be replaced with
new locks after the table has completed its motion.

Note: The optimal number of locks is determined by the weight of the load—please consult 
THK for further details.

Trigger-A, Trigger-B

Seismic Isolation Table Model TSD:
Technical data 

TSD-450

Basic type

TSD-400Model

Dimensions

Table weight

Orientation

Load

Maximum displacement

Seismic isolation 
effect

450 (W) × 450 (D) × 80 (H) 400 (W) × 1,000 (D) × 90 (H)

Acceleration of 0.2G or less in response to input acceleration of 0.8G (f

30kg - 100kg 50kg - 150kg
±200mm on x - y axis   (f

Horizontal
20kg 45kg

80

450

45
0

1,
00

0
90

8-Ｍ8 400

Standard accessories Optional accessories
Trigger for TSD (stadby lock mechanism)

*For loads exceeding 800kg, please consult THK.

1 Instruction manual  2 Rubber mats  3 Marking tape  4 Wire (sleeves included)
5 Hex. bolts, washers   6 Cable supports (set screws  included)  7 Hex. wrenches
Note: TSD-450 comes with accessories 1 and 3 only. TSD-400 comes with
accessories 1 though 5 only.
Consult the manual for instructions on using accessories.

1 
5 6 7 

2 3 4 
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With TSD-1000 and TSD 1200, more modules can be added to 
accommodate larger loads. The pitch between modules can be
adjusted in 50mm increments within a range of 200 to 400mm. 
Consult THK for details on con gurations for dimensions other 
than those shown above.

Pitch between modules Pitch between modules Pitch between modules

Module

Model Number Coding:

THK offers four types of  Seismic Isolation Tables Model TSD for
a variety of applications. Additional modules can be added to
the TSD-1000 and TSD-1200 for expanded coverage, 
and the pitch between modules can be adjusted
as needed.

Seismic Isolation Table_TSD

Connecting type

TSD-1000 TSD-1200

1,000 (W) × 1,000 (D) × 90 (H) 1,200 (W) × 1,190 (D) × 90 (H)

G (for TSD-450, input acceleration of 0.5G)

300kg - 1,200kg*
s   (for TSD-450, ±150mm)

al
90kg 110kg

400

90

200

1,000

20
0

20
0

11
0

38
0

1,
00

0

4002×8-Ｍ8

100

90

400 400 400

1,200

20
0

57
0

20
0

11
0

1,
19

0

2×8-Ｍ8

100

Connecting modules: TSD-1000 and TSD-1200

Model number Number of modules
(if 2, this suf x is omitted)
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Use of Seismic Isolation Tables
 Please read the instruction manual carefully before using the Seismic Isolation 
Table. 

 Do not dismantle or attempt to modify the Seismic Isolation Table. Any such 
action could cause the table to malfunction.

 Seismic Isolation Tables are designed for indoor use only.
Setup
 To prevent the possibility of injury during an earthquake, make sure there are no 
objects within the table's range of motion (the maximum displacement stated
in the catalog) and that all personnel stay clear as well.

 To ensure proper performance, make sure the table load is within the weight
range stated in the catalog. Do not load the table with any object that has a
high center of gravity or that would topple if pushed. 

 For proper seismic isolation, the table must be placed on a level, even surface; 
placement on a slanted or uneven surface could cause misalignment, undue
strain or irregular movement. When dealing with slanted or uneven surfaces,
please obtain professional assistance or consult your local distributor.

 Position the load so that its center of gravity is situated over the center of the
table. Improper positioning of a load or loading of objects that are outside the 
stated weight range could result in an unstable load and adversely affect the 
table or its load.

 Make sure the table is locked in place with the anchoring hardware before 
loading any object onto it. Make sure the table is locked before operating any 
device loaded onto the table.

During an earthquake
If a seismic tremor occurs, move away from the seismic isolation table 
immediately to prevent any possibility of injury through accidental contact with 
the moving table.

 If an earthquake of intensity-level 6 or greater (on the Japanese scale) oc-
curs, review the post-setup checklist in the instruction manual following the 
earthquake and follow the directions provided.

(1) This product is designed to attenuate horizontal seismic motion; it is not intended
to be effective against vertical seismic motion. This table will reduce the effect of 
tremors on an object loaded onto it, but there is no guarantee that the object 
will not move or topple. 

(2) In the event of seismic motion stronger than this product is designed to absorb, 
the table can be expected to strike the stopper, exerting an impact on any 
object atop the table.

Warranty period
The warranty period is one year from the date of delivery.

Scope of warranty
This warranty covers repairs to or replacement of a Seismic Isolation Table. It does not
cover accidental damage, loss of business pro ts, interruption of business activities, 
loss or alteration of data, or the like, arising from the use of this product or due to the 
product being out of service.

Disclaimer
THK is not liable for any Seismic Isolation Table malfunction arising from any of the
following:
 Tsunami, lightning, ooding, re, or another such accident or disaster. 
 Damage to or collapse of a building due to an earthquake.
Damage caused by the actions of a third party, intentional or unintentional
misuse of the product by the customer, or use of the product under abnormal
conditions.

 Loading of an object that is not within the table-load weight range stated in the 
product speci cations.
Seismic input exceeding the product capacity stated in the speci cations or
input exceeding the maximum displacement stated in the speci cations.

 Damage to an object located within range of the table’s maximum displacement or 
caused by the presence of an object that obstructs the table’s movement.

 Loading of an object that does not conform to the stated restrictions concern
table loads.

 Placement or setup of a Seismic Isolation Table other than in conformity with 
instructions for correct placement and setup set forth in the instruction manual.

LM Guide, Ball Retainer, and are registered trademarks of THK CO., LTD.
Discrepancies may exist between photographic representations of products and the products themselves.
Modi cations may be made, without prior notice, to a product's appearance and speci cations; please consult THK before using the product.
Great care has been taken in the preparation of this brochure. Nevertheless, THK is not liable for damages arising from typographical errors or omissions.
THK observes a policy of full compliance with the Foreign Exchange and Foreign Trade Act and other relevant laws and regulations in relation to the export of

    THK products and technology and to export-related sales activities. Please consult THK in advance concerning the export of individual
    products. All rights reserve
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